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Cost.          Quality.          Personality.

Overview

Newstar  delivers  the  cost-­‐effecƟve  Newstar  delivers  the  cost-­‐effecƟve  

DR111  DRM/AM/FM  radio,  allowing  an  

instant  access  to  the  next  generaƟon  

digital  radio  mondiale  broadcasƟng  

without  compromising  performance.  

DR111  is  the  first  in  our  low  price  and  

high  performance  series,  it  supports  all  

the  DRM  key  features  in  a  compact  the  DRM  key  features  in  a  compact  

design.    Based  on  our  powerful  and  

well-­‐proven  DRM  receiver  technology,  

the  DR111  radio  delivers  excepƟonal  

performance  that  meet  today's  de-­‐

mands  for  DRM  receivers.  

Key  Features

    ○  DRM  /  AM  /  FM  Stereo

    ○  LW  /  MW  /  SW  /  FM  Band

    ○  DRM  Journaline  Service

    ○  DRM  Emergency  Warning  Feature

    ○  Support  HE-­‐AAC  V2  and  xHE-­‐AAC

    ○  DRM  service  selecƟon

    ○  DRM  Scrolling  Text  Message

    ○  DRM  Program  Recording    ○  DRM  Program  Recording

    ○  DRM  AFS

    ○  DRM  RecepƟon  Logging

    ○  DRM  Expert  Mode

    ○  FM  RDS

    ○  Auto  Scan  Tuning  

    ○  48  StaƟon  Memory

    ○  Music  Playback

    ○  MuƟple  Language

    ○  Alarm  Clock  /  Sleep  Timer

SpecificaƟonsSpecificaƟons

    ○  DISPLAY

          ○  LCD

          ○  View  Area  (mm/inch)  64  x  15  /    

                2.52  x  0.6

          ○  Type:  16  Characters  *  2  Lines

          ○  Back  Light

    ○  FEATURE    ○  FEATURE

          ○  48  Memory  Presets

          ○  Stereo  Speakers  and  Earphones

    ○  TUNER

          ○  FM  87.5  MHz  -­‐  108  MHz

          ○  DRM  SW:  2.3-­‐27  MHz;

                                    MW:  522-­‐1720  kHz;

                                    LW:  150-­‐288  kHz                                    LW:  150-­‐288  kHz

          ○  AM  SW:  2.3-­‐27  MHz;

                              MW:  522-­‐1720  kHz;

                                LW:  150-­‐288  kHz;

          ○  Adjustable  Tuning  Speed

          ○  Adjustable  MW  Step  (9/10kHz)

    ○  CLOCK  

          ○  Radio  Alarm

          ○  Buzzer  Alarm

          ○  Sleep  Timer

    ○  OUTPUT  DEVICES

          ○  Speaker  Size  (mm  /  inch)  50/1.96

          ○  Impedance  8  Ohms          ○  Impedance  8  Ohms

    ○  OUTPUT  POWER  (TYPICAL)

          ○  AC  /  DC  (Speaker)  0.5W

          ○  Earphones  5+5  mW

    ○  POWER  SUPPLY

          ○  DC  in5V  DC  1000mA

    ○  Peripherals

          ○  DC  in          ○  DC  in

          ○  Earphones

          ○  USB

          ○  SD  Card

          ○  External  Antenna  (50  Ohm)

    ○  ACCESSORIES

          ○  AC  Adapter

    ○  DIMENSIONS    ○  DIMENSIONS

          ○  Width  (mm/inch)  277  /  10.9

          ○  Height  (mm/inch)  119  /  4.69

          ○  Depth  (mm/inch)  89  /  3.5

          ○  Weight  (g  &  lb.  oz)  850  /  29.9oz
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www.pfs-digitalradio.com

N E W  P R O D U C T I O N !    
D R M - R E C E I V E R  D R 1 1 1

Newstar and pfs-digitalradio announce a new production of the well established DRM 
receiver DR111 plus all recent DRM - developments such as: audio decoders, emergency 
warning system, journaline, service selections … 
If you are interested place your order now! You will receive an individual offer based on the 
quantity of receivers you want to buy. The price depends the total of orders received  and 
your individual order.  


